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Mill Certificate EN10204 3.1 QUALITY CERTIFICATE SM?
EHEHS (Certificate No.): 20180817D2
& BS ol 2247 B s it g ® 5 K& O $E (kg B bk #H S
Contract No.~ | Commodity | Designatioa No. Lot No Heat No: Condition Size (mm) Net Weight Specification Casz No.
Titani AWS AS5.16-13 .
6867 e - YDT20180622-12¢ |, Annealed Dia 0.1257 % 36” 200.0 ke ASME SFAS. 16-15 w0
Wire ERTi-1+2 .
ERTi-142 + AMS-4951]
o o T
m o 0.2 5 . 7 s ]
. REERS . Yield Strength : Reduction of & HB () | e AR E
w_ Saniple Condition Tensile Strength 0.2% Elongation Nrea Tmpact Strength
2 1 L/C
712 : { MPa] 1%} { Vam?) [mm] ~| 7 Bend [ ma)
2 { MPa] [ %]
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2 Dimensional Visual Ultrasonic -
Cthers Inspection Inspection Inspection Macrostructure Microstructure Hydranlic . . Fairing
Flattening Flaring
Acceptable Acceptable
B w 28 @ Cheinical Composition ™ (%)
Location Ti C O N H Fe Y HELE (others’
# Remainder 0016 1'0.091* | 0006°_1'0.005* | 0.050° | <0001 | 84 (Each)< 0.05
B (Total) < 0.20
P Melt Source: Baoji Unique Titanium Industry Co., Ltd
s Material is Mercury Free.
[

*O / H tested in final diameter, other elements are tested on'ingot.

293 A Cinspectar): 18 M|

% (Auditor):

)

SN

A
TR
Y

5,

n,

N e




